Raytech 6.2
Windows 7 IP Address Configurator
Instalation Guide
1. Copy “RayTech Network Configuration Tool” and “dotNetFx40_Full_x86_x64” files to a folder on your hard drive.

2. Double Click the “RayTech Network Configuration Tool” icon. If you receive a User Account Control warning asking “ Do you want to allow the following program from an unknown publisher to make changes to your computer”, select “Yes”

3. You may see the following warning dialog - If you do see this, please refer to Appendix A at the end of this document before continuing.  If you do not see this dialog, proceed to section 4:-

[image: ]

4. The Raytech Network Configuration Tool will now be displayed. If multiple Ethernet cards are installed, they will be displayed along with their current IP and MAC addresses. Click on the network card that will be interfaced with MFD’s via SeaTalkHS and select “Change IP”:-
[image: ]

5. From the drop down list in the bottom center of the dialog, select any IP with 10.0.x.x that does not conflict with other MFD’s connected to the PC (recommend 10.0.0.3), then select “Change IP”:-

[image: ]

6. An “Operation Successful” message should appear in green:-
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7. Close the program window by selecting the “X” in the top right hand corner. You have now successfully set a static IP address to work with Raytech.


END




APPENDIX A
.NET Framework Instalation

1. Double Click the “dotNetFx40_Full_x86_x64” icon.

2. Select “Run”:-
[image: ]

3. Read and Check  “I have read and accept the license terms” box, then select “Install”:-
[image: ]

4. Installation will take some time and may appear static, so please be patient:-
[image: ]

5. When installation is complete, select “Finish”:-

[image: ]

6. At the restart dialog, select “Restart Now”:-
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7. Return to section 2 in the IP Address Configurator Installation guide

END
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