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Introduction

The 407001-USB cable replaces the RS-232 serial cables (UPCB-01 and UPCB-02) and allows a
meter to be connected directly to a PC equipped with a USB input port.

This manual covers the installation of the USB cable and software device driver as well as the
position for the selector switch. For instructions on the operation of the software, refer to the User
Guide supplied on the Meter program CD.

Specifications

USB Type

Type 1

Selector Switch

Position 1 — used for directly connected meters
Position 2 — used for optically coupled meters

Operating Temperature

32 to 1229F (0 to 502C)

Operating Humidity

<80%RH

Battery

N/A

Weight

1.160z (33g)

Description

USB connector
Selector switch
LED indicator
RS-232 input jack
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Software Installation
Download the 407001 USB driver from the Extech.com web page and unzip the file.

Run the Program Setup program CDM212364_Setup.exe

In the next window, Select Extract.

FTDI CDM Drivers

Clidk 'Extract’ to unpadk version 2.12.36.4 of FTDI's Windows
driver package and launch the installer.

www frdichip com

Extract Cancel
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Click NEXT to start the software installation.

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you ingtall the software drivers that some
computers devices need in arder to work.

To continue, click Next.
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Accept the License agreement and click NEXT

r
Device Driver Installation Wizard

License Agreement

To continue, accept the following license agreement. To read the entire
. agreement, use the scroll bar or press the Page Down key.

IMPORTANT NOTICE: PLEASE READ CAREFULLY BEFORE
INSTALLING THE RELEVANT SOFTWARE:

This licence agreement (Licence) is a leqal agreement between you
(Licensee aryou) and Future Technology Devices Intemational Limited
of 2 Seaward Place, Centurion Business Park, Glasgow G41 THH.
Scotland (UK Company Number SC136640) (Licensar or we) for use of
driver software provided by the Licenson{Software).

BY INSTALLING OR USING THIS SOFTWARE YOU AGREE TO THE

© | accept this agreement Save As Prirt
(") | dont accept this agreement

< Back Cancel
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Click Finish.
Reboot the PC to complete the USB driver installation.

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

fou can now connect your device to this computer. F your device
came with instructions, please read them first.

Driver Name Status

~* FTDI COM Driver Packa... Readytouse
»* FTDI COM Driver Packa... Readyto use

Bac Finish Cancel
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Selector Switch Position

The adapter has a selector switch that must be in the correct position for the adapter to properly
transfer data from the meter to the PC.

Note: If your meter is not on this list, contact Extech support. Support@Extech.com

Model No. Meter Type Switch Position
407026 Light Meter 1
407113 Vane Anemometer 1

407119A Hot Wire CFM Anemometer 2
407123 Hot Wire Anemometer 1
407227 pH / mV / Temperature Meter 1
407510 Dissolved Oxygen (DO) Meter 1
407768 Sound Level Meter 2
407860 Vibration Meter 1
407910 Differential Pressure Manometer 1
461880 Vibration / Tachometer Meter 1
475055 Force Gauge 1
EN300 Environmental Meter 1
MF100 Magnetic Meter 2

38213(3;)3{2303450 Power Analyzer 1
SC600 Scale 2

SD All SD Meters 2

SDL All SDL Meters 2
TM500 12-Channel Temperature Meter 2
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